HANSARONDA

WASHBASIN FAUCET

03012173

EAN: 4015474228504

Technical data

Flow properties
Flow-rate at 300 kPa

Technical properties
DN-size (nominal dimension)
Connection size

Type approvals

KIWA
ABP

0.22 /s

DN15
210

K6116/06
P-1X 29286/IA
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Bathroom
Single lever
Chrome

Fixed spout

600 kPa
6 bar

500kPa |

5 bar

400 kPa
4 bar

300 kPa
3 bar

200 kPa
2 bar

100 kPa
1 bar

0
Q (I/min)
Q (Iis)

*HANSH
AVd

HONEYCOMB® with improved lime
protection, CACHE®, without housing
directly screwed into the faucet spout

Lever with H+C symbol
Pop-up waste with draw-rod
body made of DZR brass

03012173

0
0
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*HANSH
AVd
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Spare parts
SP03012173
Code

1 59913761
1.1 59904755
1.3 59913762
2 59912504
3 59913210
4 59912324
4 59913075
4.1 59912325
4.3 59912590
4.4 59905072
5.1 59913652
5.2 59904624

[ 6 5.3 59913396
5.5 59904765
5.6 59904766
5.7 59910749
5.8 59913764
6 59912814
6.1 59913130
7 59912815
7.1 59906703
7.2 59911625
7.3 59906600
7.4 59913418
7.5 59912551
8 59904620
N.I. 59913134
N.I. 59912108
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HANSARONDA

HIGH WASHBASIN FAUCET

03032273
EAN: 4015474212701

Technical data

Flow properties

Flow-rate at 300 kPa (with flow controller)

Technical properties

DN-size (nominal dimension)
Hot water supply

Working pressure
Connection size

Regulations

Noise class

Type approvals

DVGW
ABP
ACS

e Bathroom
e Single lever

e Chrome

0.10 I/s

DN15

max. +90°C
100 - 1000 kPa
G3/8

1 (ISO 3822)

NW-6506CN0310
PA-I1X 28930/10
16 ACC NY 205
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L]

L]

600 kPa

*HANSH
AVd

Fixed spout

PCA® for a constant flow rate regardless of
pressure fluctuations, HONEYCOMB® with
improved lime protection, CACHE®, without
housing directly screwed into the faucet
spout

body made of DZR brass

6 bar

500 kPa
5 bar

400 kPa
4 bar

300 kPa
3 bar

200 kPa
2 bar

100 kPa

1 bar

0

03032273

Q (I/min) 0
Qis) o0

6 12 18 24 30
0.1 0.2 0.3 0.4 0.5
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Spare parts

58—
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M33x1.5

358

max. 45
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148

e—= G3/8

SP03032273

Code

59913761
59904755
59913762
59912504
59913210
59912324
59913075
59912325
59912590
59905072
59913396
59912551
59913479
59913166
59902337
59913366
59913654
59913367
59912108

*HANSH
AVd
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HANSARONDA

BIDET FAUCET
03063273

EAN: 4015474212640

Technical data

Flow properties

Flow-rate at 300 kPa (with flow controller)

Technical properties
DN-size (nominal dimension)
Connection size

Type approvals

DVGW
KIWA
ABP

e Bathroom
e Single lever

e Chrome

0.10 I/s

DN15
G3/8

NW-6506CN0310
K6116/06
PA-I1X 28930/10
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600 kPa

*HANSH
AVd

PCA® for a constant flow rate regardless of
pressure fluctuations, HONEYCOMB® with
improved lime protection, CACHE®, without
housing directly screwed into the faucet
spout, Ball Joint

Pop-up waste with draw-rod
body made of DZR brass

6 bar

500 kPa
5 bar

400 kPa
4 bar

300 kPa
3 bar

200 kPa
2 bar

100 kPa

1 bar

0

03063273

Q (I/min) 0
Qis) o0

6 12 18 24 30
0.1 0.2 0.3 0.4 0.5
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Spare parts
" SP03063273
Code
1 59913761
1.1 59904755
1.3 59913762
2 59912504
3 59913210
4 59912324
4 59913075
4.1 59912325
4.3 59912590
4.4 59905072
5.1 5.1 59913652
5.10 59902337
)| 5.11 59912551
5.14 59912474
5.2 59904624
5.3 59913653
5.5 59904765
5.6 59904766
5.7 59910749
5.8 59913213
5.9 59912515
6 59913366
6.1 59913654
ﬁ' 6.3 59913370
=y 6.4 59913367
== 7 59904620
SE NI 59912108
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HANSARONDA

BATH AND SHOWER FAUCET

03742173
EAN: 4015474212763

Technical data

Flow properties
Flow-rate at 300 kPa

Technical properties

DN-size (nominal dimension)

Type approvals

DVGW
KIWA
ABP
ACS

e Bathroom
e Single lever

e Chrome

0.33/0.321/s

DN15

NW-6506CN0310
K6116/06

PA-I1X 28932/IDB
16 ACC NY 205
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600 kPa

*HANSH
AVd

HONEYCOMB® with improved lime
protection, CACHE®, without housing
directly screwed into the faucet spout

integrated diverter with automatic reset
body made of DZR brass

6 bar

500 kPa |
5 bar

400 kPa
4 bar

300 kPa
3 bar

200 kPa
2 bar

100 kPa
1 bar

0

03742173

Q (Vmin) 0
Q (Iis) 0

6 12 18 24 30
0.1 0.2 0.3 0.4 0.5
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Spare parts

16

47
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SP03742173

Code

59913761
59904755
59913762
59912504
59913210
59912324
59913075
59912325
59912590
59905072
59902230
59913400
59902689
59905714
59913432
59904792
59910254
59912651
59913131
59913134
59913759
59911509
59912706
59912801
59912108

19

M24x 1
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HANSARONDA

SHOWER FAUCET

03670173

EAN: 4015474212770

Technical data

Flow properties
Flow-rate at 300 kPa

Technical properties

DN-size (nominal dimension)

Type approvals

DVGW
KIWA
ABP
ACS

0.351/s

DN15

NW-6506CN0310
K6116/06

PA-I1X 28931/I1B
16 ACC NY 205
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e Bathroom, Shower

e Single lever

600 kPa

*HANSH
AVd

Chrome
body made of DZR brass

6 bar

500 kPa

5 bar

400kPa [ | L]

4 bar

300 kPa
3 bar

200 kPa
2 bar

100 kPa

1 bar

0
Q (Vmin) 0
Q (Iis) 0

| 03670173

6 12 18 24 30
0.1 0.2 0.3 0.4 0.5
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Spare parts
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SP03670173

1
1.1

Code

59913761
59904755
59913762
59912504
59913210
59912324
59913075
59912325
59912590
59905072
59902230
59913400
59902689
59905714
59913766
59913432
59904792
59910254
59912651
59912108
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HANSARONDA

COVER PART FOR WASHBASIN FAUCET

03832273
EAN: 4015474252301

Technical data

Flow properties

Flow-rate at 300 kPa (with flow controller)

Technical properties
DN-size (nominal dimension)
Hot water supply

Working pressure

Type approvals

ACS

|

e Bathroom
e Trim Kit, Single lever
e Chrome

e Fixed spout

0.10l/s

DN15
max. +90°C
100 - 1000 kPa

16 ACC NY 205
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600 kPa

*HANSH
AVd

PCA® for a constant flow rate regardless of
pressure fluctuations, HONEYCOMB® with
improved lime protection, CACHE®, without
housing directly screwed into the faucet
spout

Lever with H+C symbol
Limitation option for maximum flow-rate

Limitation option for maximum temperature

6 bar

500 kPa

5 bar

400 kPa

4 bar

300 kPa
3 bar

200 kPa
2 bar

100 kPa

1 bar

| 03832273

0
Q (Imin) 0
a(s) 0

6 12 18 24 30
0.1 0.2 0.3 0.4 0.5
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SP03832273

1

1.1
1.3
2

2.1
7

7.1
8

8.1
8.2
8.4
8.5
8.6
8.8
8.9
N.I.

Code

59913761
59904755
59913762
59912511
59913215
59913729
59913279
59913765
59912617
59913654
59913366
59913367
59913658
59913246
59913423
59913136

14°

HANSH
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HANSARONDA

COVER PART FOR SHOWER FAUCET
44589503

EAN: 4015474252325

e Bathroom, Shower
e Single lever, Trim Kit

e Chrome

Technical data

° 66-91 =

e Wall connection elbow

*HANSH
AVd

e Rosette without screws

20-45
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46-171

1/2



Spare parts
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SP44589503

1.1
1.3

2.1
2.2
2.7
2.8

3.1
3.2
N.I.

Code

59913761
59904755
59913762
59913733
59912511
59913215
59913697
59913698
59913700
59911384
59905714
59913590

*HANSH
AVd
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HANSARONDA
COVER PART FOR BATH AND SHOWER FAUCET
44599503
EAN: 4015474252356
e Bathroom, Shower e Lever with H+C symbol
e Single lever, Trim Kit e Rosette without screws

e Chrome

Technical data

e max. 90 —=« 66-91 o
20-45 L 61-86

e 2
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Spare parts

833

e32
3.1 1.1-8
1378
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SP44599503

1.3

2.1
2.2
2.7
2.8

3.1
3.2
3.3

Code

59913761
59904755
59913762
59913734
59912511
59913215
59913697
59913698
59913702
59913724
59911840
59912617
59913591

*HANSH
AVd
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*HANSH
AVd

HANSARONDA
KITCHEN FAUCET
54902273

EAN: 4015474263109

e Kitchen e HONEYCOMB® with improved lime

e Single lever, Side operated protection

e Chrome e Lever with H+C symbol

e surfaces in contact with drinking water
contain less than 0.3% lead, body made of
DZR brass, waterways without nickel

e Swivel spout

coating
Technical data
Flow properties
Flow-rate at 300 kPa (with flow controller) 0.15 /s
Technical properties
DN-size (nominal dimension) DN15 600 kPa
Hot water supply max. +90°C 6 biar
Working pressure 100 - 1000 kPa
Connection size G3/8 500 kPal
5 bar
Type approvals
ABP P-1X 28285/10 400 kPa
ACS 15 ACC LY 432 4 bar
300 kPa
3 bar
200 kPa
2bar
100kPa | I
1 bar /
0 } 54902273
Q (Imin) 0 6 12 18 24 30
Q(isy 0 0.1 0.2 03 0.4 05

© 2019 Hansa Armaturen GmbH - www.hansa.com - 09.05.2019 1/2



Spare parts
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532 il
G3/8
SP54902273
Code
1 59913985
1.1 59904755
1.3 59913762
2 59913957
3 59913958
4 59913914
5.1 59910008
5.10 59912551
5.2 59905020
5.3 59902283
5.7 59913371
5.8 59913969
5.9 59913266
6 59913990
6.1 59913987
6.2 59913989
6.3 59913367
6.4 59913654
6.6 59902075
6.7 59911884
8 59913963

*HANSH
AVd
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HANSARONDA

KITCHEN FAUCET

54912283

EAN: 4015474263093

Technical data

Flow properties
Flow-rate at 300 kPa

Technical properties
DN-size (nominal dimension)
Connection size

Type approvals

ABP
ACS

0.151/s

DN15
G3/8

P-1X 28287/I1BO
16 ACC LY 698
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Kitchen
Single lever, Side operated
Chrome

Swivel spout, Pull-out spout

600 kPa

*HANSH
AVd

HONEYCOMB® with improved lime
protection

Lever with H+C symbol

surfaces in contact with drinking water
contain less than 0.3% lead, body made of
DZR brass, waterways without nickel
coating

6 bar

500 kPa
5 bar

400 kPa
4 bar

300 kPa |
3 bar

200 kPa
2 bar

100 kPa

1 bar

0

54912283

Q (I/min) 0
Qis) o0

6 12 18 24 30
0.1 0.2 0.3 0.4 0.5

1/2
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Spare parts
SP54912283
Code
1 59913985
1.1 59904755
1.3 59913762
2 59913957
3 59913958
4 59913914
5.1 59914027
5.10 59914035
5.11 59913266
5.12 59912551
5.2 59905020
5.3 59902283
5.4 59910008
5.8 59913479
5.9 59914036
6 59914026
6.1 59913989
6.2 59914029
7 59914034
7.2 59914030
7.3 59905901
8 59913963
9 59914032
9.1 59914028
9.2 59914039
N.I. 59914031
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HANSARONDA
KITCHEN FAUCET
55191133

EAN: 4015474261822

Technical data

Technical properties

DN-size (nominal dimension) DN15

© 2019 Hansa Armaturen GmbH - www.hansa.com - 09.05.2019

Kitchen
Single lever, Low pressure
Chrome

Pull-out spout

*HANSH
AVd

e Laminar with crystal clear stream

e Lever with H+C symbol

e surfaces in contact with drinking water
contain less than 0.3% lead, body made of
DZR brass, waterways without nickel
coating

240

@50

M33x1,5

1/2



Spare parts
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SP55191133

1.1
1.3
10
10.1
10.2

Code
59913991
59904755
59913762
59904969
59902352
59902272
59902151
59912107
59913480
59912504
59912111
59913075
59912324
59912325
59912590
59905072
59913313
59912806
59913266
59914042
59902337
59913314
59905020
59902283
59910008
59913479
59914040
59914029
59914037
59914038
59913489
59914032
59914028
59914039

*HANSH
AVd

2/2



