HANSAVANTIS

Style

WASHBASIN FAUCET
52372277

EAN: 4015474257177

Technical data

Flow properties

Flow-rate at 300 kPa (with flow controller)

Technical properties

DN-size (nominal dimension)
Hot water supply

Working pressure
Connection size

Regulations

Noise class

Type approvals

DVGW
KIWA
ABP
CSTB
ACS

e Bathroom
e Single lever
e Chrome

e Fixed spout

0.10l/s

DN15

max. +90°C
100 - 1000 kPa
G3/8

1 (ISO 3822)

NW-6506CN0319
K6116/06

P-1X 29260/I1A
322-M1-19/1

16 ACC NY 205
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600 kPa
6 bar

500kPa |

5 bar

400 kPa
4 bar

300 kPa
3 bar

200 kPa
2 bar

100 kPa
1 bar

0

Q (I/min)
Q(ls)

*HANSH
AVd

HONEYCOMB® with improved lime
protection, PCA® for a constant flow rate
regardless of pressure fluctuations

Lever with H+C symbol, Pin lever
body made of DZR brass

52372277
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Spare parts
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Code

59913840
59904755
59912112
59912504
59913210
59913075
59912324
59912325
59912590
59905072
59902337
59912551
59912474
59913653
59904765
59904766
59912113
59913213
59912515
59913727
59912108
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HANSAVANTIS
Style

HIGH WASHBASIN FAUCET

52472277
EAN: 4015474261273

Technical data

Flow properties

Flow-rate at 300 kPa (with flow controller)

Technical properties
DN-size (nominal dimension)
Connection size

Type approvals

DVGW
ABP

e Bathroom
e Single lever

e Chrome

0.10l/s

DN15
G3/8

NW-6506CN0319
P-IX 28869/IA
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600 kPa

*HANSH
AVd

Swivel spout
Lever with H+C symbol, Pin lever
body made of DZR brass

6 bar

500 kPa
5 bar

400 kPa
4 bar

300 kPa
3 bar

200 kPa
2 bar

100 kPa

1 bar

0

52472277

Q (I/min) 0
a(s)y o

6 12 18 24 30
0.1 0.2 0.3 0.4 0.5
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Spare parts
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SP52472277
Code
1 59913903
1.1 59904755
1.3 59912112
2 59912504
3 59912111
4 59913075
4.1 59912325
4.3 59912590
4.4 59905072
5.1 59913371
5.2 59913969
5.3 59912551
6 59913727
N.I. 59912108
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HANSAVANTIS

Style

BIDET FAUCET
52433277

EAN: 4015474253834

Technical data

Flow properties

Flow-rate at 300 kPa (with flow controller)

Technical properties

DN-size (nominal dimension)
Connection size

Type approvals

DVGW
KIWA
ABP
CSTB
ACS

e Bathroom
e Single lever

e Chrome

0.10l/s

DN15
G3/8

NW-6506CN0319
K6116/06

P-1X 29260/1A
322-M1-19/1

16 ACC NY 205
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600 kPa

*HANSH
AVd

PCA® for a constant flow rate regardless of
pressure fluctuations, Ball Joint,
HONEYCOMB® with improved lime
protection

Lever with H+C symbol, Pin lever
body made of DZR brass

6 bar

500 kPa |
5 bar

400 kPa
4 bar

300 kPa
3 bar

200 kPa
2 bar

100 kPa

1 bar

0

52433277

Q (I/min) 0
a(s)y o
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0.1 0.2 0.3 0.4 0.5
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SP52433277
Code
1 59913840
1.1 59904755
1.3 59912112
2 59912504
3 59913210
4 59913075
4 59912324
41 59912325
4.3 59912590
o 510 4.4 59905072
= 5.1 59913587
. 5.10 59902337
- 5.11 59912551
E= 5.12 59912474
== 5.2 59904624
= 5.3 59913653
gg 5.5 59904765
g 5.6 59904766
==
= 5.7 59912113
;g 5.8 59913213
== 5.9 59912515
== 6 59913727
Q% 6.2 59910952
&) 7 59904620
NLI. 59912108
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HANSAVANTIS
Style

BATH AND SHOWER FAUCET

52442177

EAN: 4015474253865

Technical data

Flow properties
Flow-rate at 300 kPa

Technical properties

DN-size (nominal dimension)
Hot water supply
Working pressure

Regulations

Noise class

Type approvals

DVGW
KIWA
ABP
CSTB
ACS

e Bathroom
e Single lever

e Chrome

0.33/0.321/s

DN15
max. +90°C
100 - 1000 kPa

1 (1ISO 3822)

NW-6506CN0319
K6116/06

PA-IX 29272/IDB
322-M1-19/1

16 ACC NY 205
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600 kPa
6 bar

500 kPa |

5bar

400 kPa
4 bar

300 kPa
3 bar

200 kPa
2 bar

100 kPa
1 bar

0

Q (Vmin) 0

Q (Is)

HANSH

Lever with H+C symbol, Pin lever
integrated diverter with automatic reset
body made of DZR brass

52442177
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Spare parts
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SP52442177
Code

1 59913840
1.1 59904755
1.3 59912112
2 59912504
3 59913210
4 59913075
4 59912324
4.1 59912325
4.3 59912590
4.4 59905072
5.1 59902230
5.2 59913400
53 59902689
5.4 59905714
6 59904793
6.1 59913432
6.2 59904792
6.3 59910254
6.4 59912651
7 59913401
8 59912706
8.1 59912801
N.I. 59912108

HANSH
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HANSAVANTIS
Style

SHOWER FAUCET

52450177

EAN: 4015474253872

Technical data

Flow properties
Flow-rate at 300 kPa

Technical properties

DN-size (nominal dimension)
Hot water supply

Working pressure
Connection size

Regulations

Noise class

Type approvals

DVGW
KIWA
ABP
CSTB
ACS

e Bathroom, Shower
e Single lever

e Chrome

0.28 I/s

DN15

max. +90°C
100 - 1000 kPa
G1/2

1 (ISO 3822)

NW-6506CN0319
K6116/06

PA-I1X 28939/I1B
322-M1-19/1

16 ACC NY 205
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600 kPa
6 bar

500 kPa
5 bar

400 kPa
4 bar

300 kPa
3 bar

200 kPa
2 bar

100 kPa
1 bar

0
Q (I/min)
Q (I's)

*HANSH
AVd

Lever with H+C symbol, Pin lever
body made of DZR brass

52450177

0
0
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0.1 0.2 0.3 0.4 0.5
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Spare parts
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1 59913840
11 59904755
1.3 59912112
2 59912504
3 59913210
4 59912324
4 59913075
4.1 59912325
4.3 59912590
4.4 59905072
5.1 59902230
5.2 59913400
5.3 59902689
5.4 59905714
55 59911384
6 59904793
6.1 59913432
6.2 59904792
6.3 59910254
6.4 59912651
N.I. 59912108
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HANSAVANTIS
Style

COVER PART FOR SHOWER FAUCET

52610177
EAN: 4015474253933

Technical data

Flow properties
Flow-rate at 300 kPa 0.321/s

Technical properties

Diameter 160 mm

Type approvals

e Bathroom, Shower
e Trim Kit, Single lever

e Chrome

ACS 16 ACC NY 205
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600 kPa

*HANSH
AVd

Lever with H+C symbol, Pin lever

cover plate fixed with screws

6 bar

500 kPa

5 bar

400 kPa

4 bar

300 kPa
3 bar

200 kPa |
2 bar

100 kPa

1 bar

0

52610177

Q (I/min) 0
a(s)y o

6 12 18 24 30
0.1 0.2 0.3 0.4 0.5
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Spare parts
2 SP52610177
Code
1 59913840
1.1 59904755
1.3 59912112
2 59912511
2.1 59913215
7.1 59904847
7.2 59913539
7.3 59913045
7.5 59912509
7.7 79901110

© 2019 Hansa Armaturen GmbH - www.hansa.com - 03.05.2019 2/2



*HANSH
AVd

HANSAVANTIS
Style
COVER PART FOR BATH AND SHOWER FAUCET

52600177
EAN: 4015474253940

e Bathroom e Lever with H+C symbol, Pin lever
e Single lever, Trim Kit e integrated diverter with automatic reset
e Chrome

Technical data

Flow properties

Flow-rate at 300 kPa 0.33/0.321/s

Type approvals
ACS 16 ACC NY 205 600 kPa

6 bar /
500 kPa

5 bar /
400 kPa

4 bar

300 kPa
3 bar

200 kPa
2 bar

100 kPa

1 bar /

0

Q (Umin) 0 6 12 18 24 30
a(is) 0 0.1 0.2 03 04 05

52600177
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Spare parts
SP52600177
Code

1 59904755
1 59913840
1.3 59912112
2 59912511
2.1 59913215
5 59910900
5.1 59904828
5.2 59902331
5.3 59904791
7 59913538
7.1 59904847
7.3 59913045
7.4 59904846
7.5 59912509
7.6 79901075
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HANSAVANTIS

Style

KITCHEN FAUCET
52202207

EAN: 4015474275294

Technical data

Flow properties
Flow-rate at 300 kPa

Technical properties

DN-size (nominal dimension)
Hot water supply

Working pressure
Connection size

Type approvals

DVGW
ABP
ACS

e Kitchen
e Single lever, Side operated
e Chrome

e Swivel spout, Removable buffer

0.20 /s

DN15

max. 80°C

100 - 1000 kPa
G3/8

NW-6506CN0319
P-1X 29085/IA
15 ACC LY 432
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600 kPa

HANSH

HONEYCOMB® with improved lime
protection

Lever with H+C symbol, Pin lever

body made of DZR brass, Rapid installation
system

6 bar

500 kPa
5 bar

400 kPa
4 bar

300 kPa
3 bar

200 kPa
2 bar

100 kPa

1 bar

0

52202207

Q (I/min) 0
a(s)y o

6 12 18 24 30
0.1 0.2 0.3 0.4 0.5
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5.4 59910749
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HANSAVANTIS
Style

KITCHEN FAUCET

52482277

EAN: 4015474261174

Technical data

Flow properties
Flow-rate at 300 kPa

Technical properties

DN-size (nominal dimension)
Hot water supply

Working pressure
Connection size

Type approvals

DVGW
KIWA
ABP
CSTB
ACS

e Kitchen
e Single lever
e Chrome

e Swivel spout

0.20 /s

DN15

max. +90°C
100 - 1000 kPa
G3/8

NW-6506CN0319
K6116/06

P-1X 28869/1A
322-M1-19/1

16 ACC NY 205
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600 kPa
6 bar

500 kPa
5bar

400 kPa
4 bar

300 kPa
3 bar

200 kPa
2 bar

100 kPa |

1 bar

0
Q (Imin)
Q (I's)

HONEYCOMB® with improved lime
protection

Lever with H+C symbol, Pin lever

body made of DZR brass, Rapid installation

*HANSH
AVd

system
| 52482277
0 6 12 18 24
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Spare parts
SP52482277
Code

1 59913903
1.1 59904755
1.3 59912112
2 59912504
3 59912111
4 59913075
4 59912324
4.1 59912325
4.3 59912590
4.4 59905072
5.1 59913968
5.10 59913266
5.11 59912551
5.12 59910749
5.13 59912474
5.2 59913980
5.3 59913975
5.5 59910008
5.6 59904765
5.7 59904766
5.8 59913396
5.9 59913969
6 59914061
7 59913739
N.I. 59912108
N.I. 59914194
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